
FIRST FLOOR
0' - 0"

SECOND FLOOR
13' - 4"

CEMENT PLASTER AND EXPANDED
METAL LATH SOFFIT OVER

SUSPENDED CEILING SYSTEM

6" MINERAL WOOL
INSULATION

5/8" FIBERGLASS
REINFORCED WATER-

RESISTANT GYPSUM 
SHEATHING

2 1/2" SPRAY 
POLYURETHANE 

FOAM INSULATION

2 1/2" FACED RIGID CELLULAR
POLYISOCYANURATE

THERMAL INSULATION BOARD

4" RUBBER WALL BASE

2"CONCRETE TOPPING ON 
PRSCAST CONCRETE PLAANK, 
SEE STRUCTURAL DWGS

VET FLOORING

CMU BOND BEAM, SEE
STRUCTURAL DWGS.

FROST SLAB, REFER TO
STRUCTURAL.

BITUMINOUS
DAMPPROOFING BELOW

GRADE (TYPICAL)

THRESHOLD WITH WEATHER STRIPPING
SET IN FULL BED OF MASTIC SEALANT, 

EMBEDDED ANGLE AND HEADED STUDS, 
TYPICAL AT ALL EXTERIOR DOORS.

LAY-IN ACOUSTIC 
TILE CEILING
MAY OCCUR(SEE 
REFLECTED
CEILING PLANS FOR 
HEIGHT)

SEALANT & BACKER ROD
ON EACH SIDE, TYP.

SEALANT & BACKER ROD
ON EACH SIDE, TYP.

PLAET 5/16"

5/8" TYPE 
GYPSUM 
BOARD

5/8" TYPE 
GYPSUM 
BOARD

3 5/8" METAL 
STUDS AT 16" 
O.C.

3 5/8" METAL 
STUDS AT 16" 
O.C.

KICKER AT 4'-0" 
C/C MAX . 

VESTIBULE
A-009

VESTIBULE
A-009

CORRIDOR
A-003OUTSIDE

4.1

ANGEL L 3 1/2" X3 
1/2" 5/16" TO 

CARRY THE BRICK

2-1/4" AIR SPACE,  
AIR BARRIER

SYSTEM ON 2 1/2" XPS 
CAVITY

INSULATION WALL 
SYSTEM

4" HIGH BRICK - SEE 
ELEVATIONS (A-200 
SERIES) FOR BRICK 

COLOR

6.14.09

FIRST FLOOR
0' - 0"

SECOND FLOOR
13' - 4"

T.O.M ONE-STORY
CLASSROOMS

15' - 4"

2-1/4" AIR SPACE,  AIR 
BARRIER SYSTEM ON 2 1/2" 

XPS CAVITY INSULATION 
WALL SYSTEM

1/2" X 8" X 10" PLATE EACH 
SIDE OF CMU W/ (4) 1/2" 

THRU BOLT TYP. SEE
STRUCTURAL.

THRU WALL FLASHING 

PLATE 5/16"

SEALANT & 
BACKER ROD

ON EACH SIDE, 
TYP.

TRIM METAL  PANEL WITH 
SEAL AROUND TRIM

HEAD TRIM

12" HORIZONTAL METAL
PANELS. SEE SHEET A-534

FOR DETAILS
VERTICAL 1/2'' DEEP 

SUBGIRT, ALIGN WITH Z-
GIRT

J CLOUSER

WINDOW SILL TRIM

SEALANT & 
BACKER ROD

CORRIDOR
A-003

FIRST FLOOR
0' - 0"

SECOND FLOOR
13' - 4"

T.O.M ONE-STORY
CLASSROOMS

15' - 4"

ANGEL L 3 1/2" X3 
1/2" 5/16" TO 
CARRY THE BRICK

SLOPE
1/2" : 12" MIN.

2-1/4" AIR SPACE,  AIR 
BARRIER SYSTEM ON 2 1/2" 
XPS CAVITY INSULATION 
WALL SYSTEM

4" HIGH BRICK - SEE 
ELEVATIONS (A-200 
SERIES) FOR BRICK 
COLOR

1/2" X 8" X 10" PLATE EACH 
SIDE OF CMU W/ (4) 1/2" 
THRU BOLT TYP. SEE
STRUCTURAL.
THRU WALL FLASHING 
BOTTOM OF FLASHING 8" 
ABOVE CANOPY PROVIDE 
CONTINUOS MOTAR NET 
WITH WEEPS AT 24"

COLOR OF CANOPY 
FLASHING SELECTED BY 
ARCHITECT

WEEP/VENT AT 24" O.C.

PLATE 5/16"

SEALANT & 
BACKER ROD
ON EACH SIDE, 
TYP.

ALUMINUM 
FTOREFRONT 
DOOR, SEE A-401, 
A-402 

STANLESS STEEL CAWTON 
FLASHING
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SCALE: 3/4" = 1'-0"

WALL SECTION
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SCALE: 3/4" = 1'-0"

WALL SECTION
29

SCALE: 3/4" = 1'-0"

WALL SECTION
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