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Z-FURRING 
CHANNEL

CMU WALL
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Z-FURRING CHANNEL DETAIL
SCALE: 3/4"=1'-0"

CMU WALL

FURRING CHANNEL AS REQUIRED

FASTENERS SPACING AS 
REQUIRED

APPROVED SHEATHING

SCREWS AS REQUIRED

FURRING CHANNEL DETAIL (VERTICAL)02
SCALE: 3/4"=1'-0"

X
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X

SCREWS AS
REQUIRED

SCREWS AS REQUIRED

FURRING CHANNEL, SIZE
AND GAGE AS REQUIRED

CMU WALL

FASTENERS SPACING AS REQUIRED

LOCATE EDGE 
FURRING

CHANNEL 
WITHIN 2" OF

EDGE OF WALL

APPROVED
SHEATHING

X

X

X

FURRING CHANNEL DETAIL (HORIZONTAL)03
SCALE: 3/4"=1'-0"

TYPICAL WALL STUD, SIZE 
AND GAGE AS REQUIRED

RESILIENT CHANNEL 
(SINGLE OR DOUBLE)

RESILIENT CHANNEL APPLICATION04
SCALE: 3/4"=1'-0"
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CRC (COLD ROLLED CHANNEL),
SIZE AND GAGE AS REQUIRED

GYPSUM BOARD
METAL FURRING CHANNEL,
SIZE AND GAGE AS REQUIRED

TYPICAL VERTICAL HANGER
WIRE, SIZE AND GAGE

AS REQUIRED

DIAGONAL HANGER WIRE TO
CONTROL RACKING OF
CEILING SYSTEM, SIZE AND
GAGE AS REQUIRED

LIGHT GAUGE DETAILS- GYP BD 
SUSPEND CEILING (WIRE HANGER)05
SCALE: 3/4"=1'-0"

TRIM CASING

TYPICAL STUD, SIZE AND GAGE AS REQUIRED

U-BEAD

U-TRIM DETAIL06
SCALE: 3/4"=1'-0"

AT EACH 
BLOCK

AS REQUIRED
AS REQUIRED

BLOCKING AS 
REQUIRED

ClarkDietrich 
BUILDING 
SYSTEGAGE TYPICAL 
WALL STUD, SIZE AND 
GAGE AS REQUIRED

SOLID BLOCKING DETAIL07
SCALE: 3/4"=1'-0"

BLOCKING AS REQUIRED

TYPICAL WALL STUD, SIZE 
AND GAGE AS REQUIRED

CLIP ANGLE W/ SCREWS, SIZE 
AND GAGE AS REQUIRED

SOLID BLOCKING DETAIL08
SCALE: 3/4"=1'-0"

CUT AND BEND TRACK AND 
FASTEN W/SCREWS EACH 
SIDE AS REQUIRED

TYPICAL STUD, SIZE 
AND GAGE AS 

REQUIRED

BLOCKING AS REQUIRED

SOLID BLOCKING DETAIL09
SCALE: 3/4"=1'-0"

PLYWOOD BACKING AS REQ'D BY DESIGN

#8 X 1" WAFER HEAD 
SCREW PLACED AT 
1/2"FROM PLATE EDGE

BLOCKING PLATE DETAIL10
SCALE: 3/4"=1'-0"

EQ.

EQ.

EQ.

EQ.

TRACK PIECE w/ 1-1/4" (MIN.) 
FLANGES NOTCHED AS REQUIRED. 
SIZE AND THICKNESS ARE REQUIRED 
BY DESIGN.

FASTEN BLOCKING AT 
EACH STUD PER DESIGN

V

V

TYPICAL STUD

BLOCKING PLATE DETAIL11
SCALE: 3/4"=1'-0"

2"@ 8"3/16

2"@ 8"3/16

STEEL DECK

BRIDGING SEE TYP DETAILS

3/8" CONT BENT PLATE 
WITH VERT. SLIDE CLIP

1' - 6 1/2"

TYP SLIDE CLIP CONNECTION12
SCALE: 3/4"=1'-0"

TRIM CASING

TYPICAL STUD, SIZE AND GAGE AS REQUIRED

L-BEAD

L-BEAD DETAIL14
SCALE: 3/4"=1'-0"

TYPICAL STUD, SIZE 
AND GAGE AS 

REQUIRED

1-1/2" x 16ga., U-
CHANNEL BRIDGING 
SPACING AS REQUIRED 

1-1/2" x 1-1/2" x 16ga., CLIP 
ANGLE FASTENED W/ (4) 

SCREWS AS REQUIRED, SHOWN: 
ANGLE LENGTH SHALL NOT BE 

LESS THAN STUD DEPTH, MINUS 
1/2"

U-CHANNEL BRIDGING13
SCALE: 3/4"=1'-0"

TYPICAL TRACK, SIZE AND
GAGE AS REQUIRED J-BEAD

GYPSUM BOARD

J-TRIM DETAIL15
SCALE: 3/4"=1'-0"

TYPICAL STUD, SIZE AND
GAGE AS REQUIRED CORNER BEAD

2"
 M

A
X

CORNER BEAD DETAIL16
SCALE: 3/4"=1'-0"

SIDE A

SIDE B

CHECK WITH YOUR LOCAL 
ELECTRICAL INSPECTOR FOR 
APPROVAL BEFORE USING AND 
GROMMET DETAIL

NOTE:

USE GROMMET TO
SNUGLY FIT HOLE.

COPPER OR PLASTIC TUBING

ROMEX
ROMEX CLAMP 

SCREWED TO 
STUD WEB PER 

CODE. (PLASTIC 
TIE DEVICES ARE 

ALSO AVAILABLE)

SCREW OUTLET BOX
TO STUD FLANGE

PLASTIC OUTLET BOX OPTION A : FRICTION FIT 3" LONG 
PIPE INSULATION

OPTION B: 
PLASTIC 
GROMMET, 
SIDE A AND B 
SNAP 
TOGETHER TO 
SANDWICH 
STUD WEB

ELECTRICAL AND PLUMBING CONNECTIONS
17

SCALE: 3/4"=1'-0"

1 1/2"x20 GA STRAP BRACING AT 5'-0" 
OC VERTICAL. TYP

SOLID BLOCKING

VERTICAL STUD

TYP LATERAL BRACING WITH SOLID BRIDGING

SOLID BLOCKING AT 8'-0" OC MAX AT EACH LINE 
OF STRAPPING. USE SAME SIZE AND GAGE STUD 

AS VERTICAL STUDS.

STRAPPING SCREW 
ATTACHED TO BOTH SIDES 
OF EVERY STUD. STRAPPING 
TO END ON SOLID 
BLOCKING BOTH ENDS. USE 
LOW PROFILE SCREWS.
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SCALE: 3/4"=1'-0"

STRAPPED WALL CONNECTIONS

TOP TRACK

DIAGONAL TENSION STRAP 
EACH SIDE OF WALL.

CENTER LINE OF STRAP

TYP
1/8

1/8
TYP WORK POINT

TOP TRACK

WORK POINT

MULTIPLE STUDS AS 
REQUIRED, OR STEEL 
COLUMN

CENTER LINE OF 
STRAP

MULTIPLE STUDS FASTENED TOGETHER 
W/1" OF WELD AT 24" OC MAX ON 
BOTH FACES, OR STEEL COLUMN.
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SCALE: 3/4"=1'-0"

BOTTOM TRACK

STUD

TOP TRACK

TYPICAL LATERAL BRACING

COLD ROLLED 
CHANNEL LATERAL 
BRACE. ATTACH TO 
ALL STUDS WITH CLIP 
ANGLE

20
SCALE: 3/4"=1'-0"

TYPICAL X-BRACING

BOTTOM TRACK

TOP TRACK

SPECIALTY ENGINEER TO DESIGN X-BRACING ANCHOR DETAIL

SHEAR WALL JAMBS 
AS REQUIRED

GUSSET PLATE 
BOTH SIDES OF 

WALL AS 
REQUIRED. 

SECURE TO TRACK 
AND STUDS AS 

REQUIRED

DIAGONAL TENSION 
STRAPS AS REQUIRED 
BOTH SIDES OF WALL. 
SECURE TO GUSSETS 
AS REQUIRED. 
ATTACH TO EACH 
STUD.

COLD ROLLED 
CHANNEL LATERAL 
BRACE.
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SCALE: 3/4"=1'-0"

FURRING FURRING FURRING FURRING CEILING

FINISHING BLOCKING BLOCKING BLOCKING BLOCKING BLOCKING

BRIDGING/ BLOCKING BRIDGING/ BLOCKING FINISHING FINISHING FINISHING ELECTRICAL AND PLUMBING CONNECTION

BRIDGING/ BLOCKING BRIDGING/ BLOCKING BRIDGING/ BLOCKING BRIDGING/ BLOCKING

TYPICAL NOTES
1. THIS IS A TYPICAL DETAIL SHEET, NOT ALL DETAILS 
MAY APPER IN PROJECT.

2. BRACE WALL LATERALLY AS REQUIRED BY DESIGN. 
SEE TYPICAL LATERAL BRACING DETAILS.

3. WHEN ADDITIONAL WALL BLOCKING IS REQUIRED 
FOR THE SUPPORT OF ITEMS ATTACHED TO FACE OF 
WALL. SEE BACKING DETAILS.
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