
SCALE: 1 1/2" = 1'-0"
HEAD DETAIL

ROLLING DOOR
MOTOR BEYOND

INSULATED ROLLING
GALV. STEEL DOOR
(ROLLED UP)

GALV. STEEL
ANGLE GUIDE

8" C.M.U. WITH HORIZONTAL 
JOINT REINFORCEMENT @ 16" 

O.C. (TYP.)

LINTEL SEE STRUCT.
DWG. (TYP.)

'Z-TYPE' LINTEL BRUSH SEAL

PAINT EXPOSED EXTERIOR
LINTEL PLATE TO MATCH

MASONRY COLOR AT HEAD.

SEALANT AT OVERHEAD
DOOR FRAME TO LINTEL

H7

A-624

ACOUSTICAL LAY-IN TILE 
CEILING SYSTEM AT 9'-4" A.F.F.

SCALE: 1 1/2" = 1'-0"
HEAD DETAIL

ROLLING DOOR
MOTOR BEYOND

INSULATED ROLLING
GALV. STEEL DOOR
(ROLLED UP)

GALV. STEEL
ANGLE GUIDE

8" C.M.U. WITH HORIZONTAL 
JOINT REINFORCEMENT @ 16" 

O.C. (TYP.)

LINTEL SEE STRUCT.
DWG. (TYP.)

'Z-TYPE' LINTEL BRUSH SEAL

PAINT EXPOSED EXTERIOR
LINTEL PLATE TO MATCH

MASONRY COLOR AT HEAD.

SEALANT AT OVERHEAD
DOOR FRAME TO LINTEL

H8

A-624

ACOUSTICAL LAY-IN TILE 
CEILING SYSTEM AT 10'-0" A.F.F.

ACOUSTICAL LAY-IN TILE 
CEILING SYSTEM AT 9'-4" A.F.F.

SCALE: 1 1/2" = 1'-0"

JAMB DETAIL

INSULATED ROLLING GALV. STEEL
DOOR (POWDER-COATED)

GALV. STEEL ANGLE GUIDE
(POWDER-COATED)

GALV. STEEL ANGLE
4x4x1/4 AT EACH CORNER
AND GALV. STEEL PLATE
3/8, PAINTED.
(CONTINUOUS FROM
FLOOR TO LINTEL). FIELD
CUT BOTTOM TO FOLLOW
CONCRETE SLAB SLOPE.

8" CMU BULLNOSE

SL
O

PE
 1

:4
8

BEGIN CONCRETE FLOOR SLOPE
AWAY FROM BUILDING AT
CENTERLINE OF OVERHEAD
DOOR GASKET & AT WALL
ANGLES. TYP. EACH SIDE.
COORDINATE WITH DOOR
MANUFACTURER.

SEALANT AT ALL JOINTS, TYP.

SEALANT AT ALL JOINTS, TYP.

SL
O

PE
 1

:4
8

APPROX. LOCATION OF
GALV. STEEL ANGLE, SEE

STRUCTURAL. SET STEEL PLATES IN FULL 
BED
OF SEALANT, TYP.

JOINT BETWEEN STEEL WALL ANGLE 
& STEEL ANGLE DOOR GUIDE IN 

FULL BED OF SEALANT, TYP.

WEATHER STRIPPING

J7

A-624

1'
 - 

4"

3 3/4"

SCALE: 1 1/2" = 1'-0"

JAMB DETAILJ9A

A-624

SCALE: 1 1/2" = 1'-0"
HEAD DETAIL

COUNTER DOOR 
MOTOR BEYOND

8" C.M.U. WITH HORIZONTAL 
JOINT REINFORCEMENT @ 16" 

O.C. (TYP.)

LINTEL SEE STRUCT.
DWG. (TYP.)

PAINT EXPOSED EXTERIOR
LINTEL PLATE TO MATCH

MASONRY COLOR AT HEAD.

SEALANT AT OVERHEAD
DOOR FRAME TO LINTEL

H9

A-624

ACOUSTICAL LAY-IN TILE 
CEILING SYSTEM AT 9'-4" A.F.F.

COUNTER DOOR PAINTED 
STEEL SLATS (ROLLED UP)

ALUMINUM GUIDE BEYOND

SCALE: 1 1/2" = 1'-0"

JAMB DETAIL

COUNTER DOOR 
STEEL SLATS

8" C.M.U.

ALUMINUM GUIDE

J9

A-624

7 
5/

8"
1 

3/
4"

STAINLESS STEEL WINDOW SILL WRAPPED 
AROUND CMU BY KITCHEN EQUIP. 
SUPPLIER MAY OCCUR

SCALE: 1 1/2" = 1'-0"
SILL DETAILS9

A-624

3 
1/

2"

8" CMU WITH HORIZ. JOINT 
REINF. AT 16" O.C.

8" GROUT SOLID CMU

STAINLESS STEEL APRON 
RETURN INTO WALL

(2) 2X TREATED BLOCKING

ALUMINUM GUIDE BEYOND

COUNTER DOOR PAINTED 
STEEL SLATS

7 5/8"

3 1/4"

STAINLESS STEEL COUNTER AND 
SOILED DISH TABLE BY FOOD 
SERVICE EQUIPMENT 
CONTRACTOR

CORNER GUARD

'J' TRIM

BACKER ROD AND SEALANT

5/8" GYPSUM BD

3 5/8" MET STUDS

CORNER GUARD

MET 'J' TRIM

BACKER ROD AND SEALANT

CMU WALL GROUTED SOLID.
SEE STRUCTURAL DRAWINGS

PREFORMED COMPRESSIBLE
EXP JT.

ANGLE JAMB FOR ROLLING
FIRE DOOR.

1 1/2" EXPANSION JOINT

1 1/2" EXPANSION JOINT

ANGLE JAMB FOR ROLLING FIRE 
DOOR

BACKER ROD AND SEALANT

CORNER GUARD

3 5/8" METAL STUD

CMU WALL GROUTED SOLID. 
SEE STRUCTURAL DRAWINGS

SCALE: 1 1/2" = 1'-0"

JAMB DETAILJ9B
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